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340 RSE-PLUS.2 3x120 360 540 64/96 250/300 140/150 2310 2510 15/30 45 95 25 75 3x120 360 10 25
370 RSE-PLUS.2 3x130 390 540 72/108 250/300 150/160 2520 2720 15/30 55 105 25 75 3x130 390 10 25
400 RSE-PLUS.2 3x140 420 540 80/120 250/300 160/170 2830 3030 15/30 65 115 25 75 3x140 420 10 25
430 RSE-PLUS.2 3x150 450 540 88/132 250/300 170/180 3120 3320 15/30 75 125 25 75 3x150 450 10 25
460 RSE-PLUS.2 3x160 480 540 96/144 250/300 180/200 3230 3780 15/30 85 135 25 75 3x160 480 10 25
490 RSE-PLUS.2 3x170 510 540 100/150 250/300 220/240 3340 3890 15/30 95 145 25 75 3x170 510 10 25
520 RSE-PLUS.2 3x180 540 540 104/156 300 240/260 3450 4020 15/30 105 155 25 75 3x180 540 10 25
550 RSE-PLUS.2 3x190 570 540 104/158 300 260/280 3560 4110 15/30 115 165 25 75 3x190 570 10 25
580 RSE-PLUS.2 3x200 600 540 112/168 300 280/300 3680 4230 15/30 125 175 25 75 3x200 600 10 25

  

STONE BURIER WITH BED FORMER SHAPER TYPE RSE PLUS.2
For tractors from 140 to 300 HP

Built with a working width from 340 to 580 cm, required 
power from 140 to 300 HP and working depth from 15 
to 30 cm.
RSE-PLUS.2 stone burier with bed former shaper is a 
professional machine used mainly by large horticultural 
companies in order to improve the preparation of the 

seeding bed in one pass.
Thanks to the modular structure of our machines it 
is possible to link to RSE PLUS.2 stone burier with bed 
former shaper different accessories realized on request 
of our customers.

TYPE

cm cm mm N° rpm Hp Kg Kg cm MIN MAX MIN MAX N° x cm cm MIN MAX

Weight with wheels Weight with hydraulic motorized roller


